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SAWO PRODUKTERNE
Vi har altid lagt stor vægt på, at vore 
produkter lever op til de strengeste krav 
i forhold til kvalitet, funktionalitet og 
betjeningsvenlighed. Derfor leverer vi 
branchens bedste produktprogram.

SERVICE I SÆRKLASSE
Vi forstår vigtigheden af, at produkter-
ne arbejder optimalt hele året rundt og 
derfor har vi konstant fokus på vore ser-
vicefaciliteter og personale. Mangler du 
hjælp, er vi i nærheden.

Pallegafler 
KM 414

En simpel manuel
justering af løfteåget
for centrering
af lasten.

Høj last? Ingen problem! Let 
justering af højden ved hjælp af 
aksel med split.

Tilspidset gafler, som glider 
let ind under pallen. Gaffel 
justering på 345-975 mm  
til forskellige paller.

We reserve the right to amend specifications without prior notice. Kinshofer GmbH, 83607 Holzkirchen, Germany26

The robust pallet fork KM 414 with manual centre of gravity compensation is an 
economic alternative. 

▷ Manual change of position of shifting collar by the operator.
▷ Suspension Ring for KINSHOFER flange or shaft rotator, or for a  
 crane hook is included in the package.
▷ Throat height adjustable in steps from 1050 mm to 1650 mm  
 with a lock pin.
▷ Tine spread adjustable in steps from 345 mm to max. 975 mm  
 with a lock pin.

Pallet fork KM 414

Type Load Throat Tine Tine Tine Centre of Self
capacity height N length spread Z dimensions gravity weight

 (min./max.)  (min./max.) (width x height) (w/o rotator)
(kg) (mm) (mm) (mm) (mm) (mm) (kg)

KM 414-2000-500 2000 1050 – 1650 980 345 – 940 100 x 35 500 150
KM 414-2500-500 2500 1050 – 1650 980 355 – 945 90 x 40 500 175
KM 414-2000-600 2000 1050 – 1650 1150 355 – 945 90 x 40 600 205
KM 414-2500-600 2500 1050 – 1650 1150 385 – 975 100 x 45 600 220

Package consists of: pallet fork, protection chain KM 460 01

Please note: a protection trellis or net is mandatory for loose material (EN 13155)

Accessories

Type Description

KM 460 (1100x1100) protection trellis for loads up to 2000 kg – dimensions: 1100x1100x1500mm
KM 460 (1300x1300) protection trellis for loads up to 2000 kg – dimensions: 1300x1300x1500mm
KM 04 F KINSHOFER flange rotator for precise positioning of the load – up to 4500 kg load capacity
KM 04 S KINSHOFER shaft rotator for precise positioning of the load – up to 4500 kg load capacity
KM 505 quick change system for shaft-type rotators
KM 502 (4500) reduction link between rotator and grapple 
KM 460 04 (KM 04 S) non-rotating hook for rotator KM 04 S

Technical drawings

KM 414 Pallet Fork with tines adjustable by lock pin 

Connection for:
A  crane hook
B  shaft rotator
C  flange rotator

The protection trellis is used to secure loose 
loads handled with pallet forks KM 415 and  
KM 414, e.g. brick packages, loose construction 
materials. When handling loose material, a 
protection trellis or net to secure the load, is 
obligatory (EN 13155). The maximum capacity 
is 2000 kg. The protection trellis can be 
mounted within a few minutes and is thus 
suitable for each construction site without any 
problems.

KM 460  
protection trellis
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Tilkobling for:
A Krankrog
B Rotator med aksel
C Rotator med flange

Last 
kapacitet
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Type Kapacitet Højde- 
justering N

Gaffel- 
længde

Gaffel-
justering Z

Gaffel
dimensioner

(bredde x højde)

Lastcentrum Vægt

(u/ rotator)

Lastcentrum 500 mm

Pallegafler


